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About this guide

This user guide contains the information you need when installing and configuring the server
management board.

How this guide is organized

This guide contains the following parts:

Chapter 1: Product introduction

This chapter describes the PEB-10G Series Ethernet card features and the new
technologies it supports.

Chapter 2: Boot Agent configuration

This chapter provides instructions on setting the Broadcom NetXtreme Ethernet Boot
Agent.

Chapter 3: Driver installation

This chapter provides instructions for installing the Ethernet card drivers on different
operating systems.

Where to find more information

Refer to the following sources for additional information and for product and software updates.

1.

ASUS websites

The ASUS website provides updated information on ASUS hardware and software
products. Refer to the ASUS contact information.

Optional documentation

Your product package may include optional documentation, such as warranty flyers,
that may have been added by your dealer. These documents are not part of the
standard package.



Conventions used in this guide
To make sure that you perform certain tasks properly, take note of the following symbols

used throughout this manual.

when trying to complete a task.

f DANGER/WARNING: Information to prevent injury to yourself
/ \

'\ CAUTION: Information to prevent damage to the components
/ &\ when trying to complete a task.

R IMPORTANT: Instructions that you MUST follow to complete a
task.

/ NOTE: Tips and additional information to help you complete a
task.

Typography
Bold text
Italics

<Key>

<Key1>+<Key2>+<Key3>

Command

Indicates a menu or an item to select.
Used to emphasize a word or a phrase.

Keys enclosed in the less-than and greater-than sign means
that you must press the enclosed key.

Example: <Enter> means that you must press the Enter or
Return key.

If you must press two or more keys simultaneously, the key
names are linked with a plus sign (+).

Example: <Ctrl>+<Alt>+<Del>

Means that you must type the command exactly as shown,
then supply the required item or value enclosed in
brackets.

Example: At the DOS prompt, type the command line:
format a:



vi

PEB-10G Series specifications summary

Speed & Ports

Ethernet
Controller
PHY

Connector &
module type

Host Interface

Form factor

Support Cable
Type

Features

PEB-10G/57811-1S
10 Gigabit/s Ethernet

PEB-10G/57840-2S \
10 Gigabit/s Ethernet

Fiber; Dual Port Fiber; Single Port

Broadcom 57840S Broadcom 57811S

LC Fiber Optic

Supports SFP+ SR Optical module, SFP+ LR Optical module, Direct
Attached Copper*

PCI-E Gen3 x8
4.72in. x 1.77 in. (lower than standard low profile)
SMF up to 10km (LR)

MMF 62.5/50um up to 300m (SR)

Passive Twin-AX up to 5m (SFP+ Direct Attach)
PXE boot

iSCSI boot

PCI-E Gen2 x8

* Please refer to ASUS website for Approved Vendor List (AVL).
** Specifications are subject to change without notice.




Product introduction

This chapter offers the PEB-10G Series Ethernet card features
and the new technologies it supports.



1.1 Welcome!

Thank you for buying an ASUS® PEB-10G Series 10 Gigabit/s Ethernet card!

Before you start installing the Ethernet card, check the items in your package with the list
below.

1.2 Package contents

Check your package for the following items.

PEB-10G/57840-2S

Standard Gift Box Pack | Standard Bulk Pack
Support DVD 1 (per carton)
Low profile bracket 1 1

Small bracket for node* 1 1

Screws 4 4

Packing Quantity 1 pc per carton 5 pcs per carton

PEB-10G/57811-1S

Standard Gift Box Pack | Standard Bulk Pack
Support DVD 1 (per carton)

Low profile bracket 1 1
Small bracket for node* 1 1

4 4
Packing Quantity 1 pc per carton 5 pcs per carton

% If any of the above items is damaged or missing, contact your retailer.

R * The bundled small bracket for node is a proprietray bracket that supports ASUS
Z10PH-D16 series, ES4000 G3 series, and RS720Q-E8 series models, etc. The supported
list of models are subject to change without prior notice.

1.3 System requirements

Before you install the PEB-10G Series Ethernet card, check if the system meets the following
requirements:

. Server or workstation motherboard with a PCI Express x8 or x16 card slot
o Supported operating system:

Windows® and Linux operating systems (refer to the specification table or the ASUS
website for the latest updates).

Chapter 1: Product introduction



1.4 Card layout
PEB-10G/57840-2S

Front view
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1. LC Fiber Optic Connector 1

PCI Express x8 interface
SFP2LED2 LED
SFP2LED1 LED
PCIELINK1 LED

LED indications

2
3
4.
5
6

LC Fiber Optic Connector 2

Speed/Link
Status Description
SFP2LED1/ Green 10 Gbps link
SFP2LED2 Amber 1 Gbps link
Blinking Data Activity
‘ Status ‘ Description
PCIELINK1 Green PCIE link

ASUS PEB-10G Series



1.5 Replacing the card bracket

The PEB-10G Series Ethernet card is bundled with a full-length bracket, a low-profile bracket,
and an ASUS proprietary bracket. By default, the card is pre-installed with a full-length
bracket.

The proprietray bracket supports ASUS Z10PH-D16 series, ES4000 G3 series, and
RS720Q-E8 series models, etc. The supported list of models are subject to change without
prior notice.

To replace the card bracket:

1.  Get the PEB-10G Series Ethernet card and place it on a stable and flat surface.
Ensure that the printed circuit board (PCB) is facing down.

2. Remove the two screws that secures the PEB-10G Series Ethernet card to the card
bracket then remove the card bracket.

default card bracket

3. Get the replacement card bracket.

4. Align and insert the PEB-10G Series Ethernet card into the mounting hole of the card
bracket. Ensure that the screw holes on the PEB-10G Series Ethernet card matches
the screw holes of the card bracket.

5. Replace the screws that you removedglier in step 2.

replacement card bracket

screw

Chapter 1: Product introduction



Boot Agent Configuration

This chapter provides instructions on setting the Broadcom
NetXtreme Ethernet Boot Agent.



21 Broadcom NetXtreme Ethernet Boot Agent

The Broadcom NetXtreme Ethernet Boot Agent provides hardware-based Ethernet card
configurations.

To start the Broadcom NetXtreme Ethernet Boot Agent and access the main screen:
1. Turn on the system.

2. During POST, press <Ctrl+S> when the following screen appears.

3. From the Device List screen, use the up/down arrow key to select an Ethernet device
to configure then press <Enter>. (PEB-10G/57840-2S only)

[Enter] :Enter Next Menu 3 :Quit Menu

4. From the Main Menu, use the up/down arrow key to select an item and press <Enter>

For PEB-10G/57840-2S:

[Enter] :Enter Nex
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For PEB-10G/57811-1S:
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2.1.1 Device Hardware Configuration Menu

DCB Protocol [Disabled]
Configuration options: [Disabled] [Enabled]

2.1.2 MBA Configuration Menu

ation Menu

:

Execution Envi

[«|>] [Enter] [Space ggle H SC] :Quit Menu

Option ROM [Enabled]
Configuration options: [Enabled] [Disabled]

Boot Protocol [Preboot Execution Environment (PXE)]

Configuration options: [Preboot Execution Environment (PXE)]
[Bootstrap Protocol (BOOTP)] [iSCSI] [FCoE] [None]

2-4 Chapter 2: Boot Agent Configuration



Boot Strap Type [Auto]
Configuration options: [Auto] [BBS] [Int18h] [Int19h]

Hide Setup Prompt [Disabled]
Configuration options: [Disabled] [Enabled]
Setup Key Stroke [Ctrl-S]

Configuration options: [Ctrl-S] [Ctrl-B]

Banner Message Timeout [10 Seconds]
Configuration options: [1 Second] —[14 Seconds]
Link Speed [10Gbps]

Configuration options: [10Gbps] [1Gbps]
Pre-boot Wake On LAN [Enabled]
Configuration options: [Enabled] [Disabled]

VLAN Mode [Disabled]

Configuration options: [Disabled] [Enabled]
VLAN ID [1]

Configuration options: [0] — [4094]

Boot Retry Count [0]
Configuration options: [0] - [7]

ASUS PEB-10G Series
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213 iSCSI Boot Configuration

For PEB-10G/57840-2S:

[Enter] :E

For PEB-10G/57811-1S:
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General Parameters

TCP/IP Parameters via DHCP [Enabled]
This option applies to IPv4.

[Enabled] The iSCSI boot host software acquires the IP address from the DHCP
server.

[Disabled] The iSCSI boot host software acquires the static IP address.

iSCSI Parameters via DHCP [Enabled]

[Enabled] The iSCSI boot host software acquires its iSCSI target parameters from
the DHCP server.

[Disabled] The iSCSI boot host software acquires its iISCSI target parameters via the
static IP address, which is entered through the iSCSI Initiator Parameters
Configuration screen.

CHAP Authentication [Disabled]

[Enabled] Allows the iSCSI boot host software to use CHAP authentication when
connecting to the iSCSI target. Enter the CHAP ID and CHAP Secret in the
Initiator Parameters configuration screen.

[Disabled] Does not allow the iSCSI boot host software to use CHAP authentication
when connecting to the iSCSI target.

Boot to iSCSI Target [Enabled]

[Enabled] The iSCSI boot host software immediately attempts to boot from the iSCSI
target after successfully connecting to it.

[Disabled] The iSCSI boot host software does not attempt to boot from the iSCSI
target after successfully connecting to it. The control will then return to the
system BIOS so that the next boot device may be used.

ASUS PEB-10G Series



[One Time Disabled] On the first system boot, the iSCSI boot host software does not
attempt to boot from the iSCSI target. On subsequent system reboots, the
iSCSI boot host software will attempt to boot from the iSCSI target. This
option is useful when doing a remote install of the OS to an iSCSI target.

/ *  When using iSCSI boot, set Boot to iSCSI Target to [Disabled] or [One Time Disabled].

A5 *  When using iSCSI boot to install Windows Server 2008 OS, refer to
http://support.microsoft.com/kb/974072/EN-US to complete the process.

DHCP Vendor ID [BRCM ISAN]

Controls how the iSCSI boot host software interprets the Vendor Class ID field used in
the DHCP server. If DHCP is disabled, this value does not need to be specified. Enter
a new value in 0 to 32 characters.

Link Up Delay Time [0]

Decides how many seconds the iSCSI boot host software waits after an Ethernet link is
established before sending any data over the network. The valid values are 0 to 255.
Use TCP Timestamp [Disabled]

Enables or disables the TCP Timestamp option.

Configuration options: [Disabled] [Enabled]

Target as First HDD [Disabled]

When enabled, the iSCSI target drive appears as the first hard drive in the system.
Configuration options: [Disabled] [Enabled]

LUN Busy Retry Count [0]

Specifies the number of connection retries the iISCSI Boot initiator will attempt if the
iSCSI target LUN is busy. Configuration options: [0] — [60]

IP Version [IPv4]

Switches between the IPv4 or IPv6 protocol.
Configuration options: [IPv4] [IPv6]

/' \ Modifying this parameter erases all IP-related values.

Chapter 2: Boot Agent Configuration



Initiator Parameters
Key in the necessary parameters.

npr

[Enter] :Enter N

1st/2nd Target Parameters
Key in the necessary parameters.

The iSCSI Name varies depending on the iSCSI target in use.

Secondary Device Parameters (PEB-10G/57840-2S only)
Key in the necessary parameters.

it Menu

ASUS PEB-10G Series
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214 NIC Partition Configuration Menu (PEB-10G/57840-2S
only)

[«]>] [Enter e Valu § : t Quit Menu

Flow Control [Tx/Rx Flow Control]

Configuration options: [Tx/Rx Flow Control] [Disabled] [Tx: Send Pause on Rx
Overflow] [Rx: Throttle Tx on Pause Received]

PF#0/2/4/6

Press an item to configure its NIC Partition parameters.

Reset Configuration to Default

Select this item and press <Enter> to reset NIC Partition of all ports on this card to the
factory default settings.

Chapter 2: Boot Agent Configuration



Driver installation

This chapter provides instructions for installing the Ethernet card
drivers on different operating systems.



3.1 Windows® Server OS Driver Installation
To update the Ethernet card driver for Windows® Server OS:

1. Restart the computer, and then log on with Administrator privileges.

2. Insert the Support CD to the optical drive. The Support CD automatically displays the
Drivers menu if Autorun is enabled in your computer.

o If Windows® automatically detects the LAN controllers and displays a New Hardware
Found window, click Cancel to close this window.

e If Autorun is NOT enabled in your computer, browse the contents of the Support CD to
locate the file Setup.exe. Double-click Setup.exe to run the CD.

3. Click Broadcom NetXreme Il GigE Driver.

s ) ) N

Flease select tems (o nstal,

l Broadcom NetXtreme Ilﬁ'gE Drlv%f‘
=

4, Click Next when the Broadcom NetXreme Il Driver Installer-InstallShield Wizard
window appears.
]

Welcome to the InstallShield Wizard for
Broadcom NetXtreme II Driver Installer

The InstallShield(R) Wizard will install Broadcom NetXtreme IT
Driver Installer on your computer. To continue, diick Next.

WARNING: This program is protected by copyright law and
international treaties.

o (RGP ona |
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5. Toggle | accept the terms in the license agreement and click Next to continue.

Broadcom NetXtreme 11 Driver Install

License Agreement

Please read the folloing icense agreement carefully.

LICENSE AGREEMENT

This is a legal agresment between you ("Licensse"”)
and Broadeom Corporation. ("BROADCOM"). BY OPENING THE
SOFTWARE PACKAGE, CLICKING ON THE "ACCEPT" BUITON OF ANY
[ELECTRONIC VERSION OF THIS END USER LICENSE AGREEMENT
("AGREEMENT") OR ACCESSING OR INSTALLING THE SOFTWARE,

YOU ACKNOWLEDGE THAT YOU HAVE READ THE LICENSE
[LGREEMENT, UNDERSTAND IT AND AGREE TO BE BOUND BY ITS
[TERHS 2ND CONDITIONS. If you do not agres o the cems

1% T 3ccept the terms in the license agreement
" 1 do not accept the terms in the license agreement

< Back I Mext > I Cancel

6. Follow the screen instructions to complete the installation.

Broadcom NetXtreme II Driver Installer - InstaliShicld

Ready to Install the Program
The wizard is ready to begin installation.

Click Install to begin the installation.

If you want to review or change any of your installation settings, click Back. Click Cancel to
exit the wizard,

Instalshicld

S e

7. If the Windows Security window appears during the driver installation, click Install
this driver software anyway to continue.

@ dows can't verify the publisher of this driver software

- Don'tinstall this driver software
You shouid check your manufacturer's website for updated driver software for your
device.

3 Install this driver software anyway
Only install driver software obtained from your manufacturer’s website or disc.
Unsigned software from other sources may harm your computer or steal information.

J See details

ASUS PEB-10G Series
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Click Finish to exit the installation wizard.

InstaliShield Wizard Completed

The InstallShield Wizard has successfully installed Broadcom
NetXireme II Driver Installer, Click Finish to exit the wizard.

< Back:

(Canice]

Restart the system.

Chapter 3: Driver installation



3.2 Linux OS Driver Installation

To install the Ethernet card driver for Linux OS:
1. Within the Linux Terminal, install the source RPM package:

rpm -ivh netxtreme2-<version>.src.rpm

For Red Hat Linux:

E root@localhost:~/Driver
File Edit View Search Terminal Help

[root@localhost Driverl# rpm -1\.'h netxtreme2-7.8.83-1.src. r’pm
1:netxtreme2 = < R S :
[root@localhost Driver]# [l

For SuSE Linux:

Terminal
File Edit “iew Terminal Help
Directory: /Driver
Thu May 20 10:05:39 EDT 2010
linux:/Driver # rpm -ivh netxtreme2-7.0.35-1l.src.rpm
l:inetxtreme2
linux:/Driver #

2. CD to the RPM path and build the binary driver for your kernel:

cd /usr/src/{redhat,OpenlLinux, turbo,packages,rpm ..}

(For RHEL 6.0 and above, ed ~/rpmbuild)

For Red Hat Linux:

root@localhost:~/rpmbuild

File Edit View Search Terminal Help

[root@localhost Driverl# rpm -ivh netxtreme2-7.8.83-1.src.rpm

1:netxtreme2 HRpEE AR AR R A R [ 100%]
[root@localhost Driver]# cd ~/rpmbuild
[root@localhost rpmbuild]# [

For SuSE Linux:

Terminal

File Edit “iew Terminal Help
Directory: /root/Desktop
Thu May 20 10:41:14 EDT 2010
Linux:-/Desktop # cd sfusr/src
Linux: /usr/src # ls
linux Llinux-2.6.32.12-0.7 linux-2.6.32.12-0.7-obj linux-obj packages
Linux:/usr/src # cd packages
linux:/usr/src/packages # ls

Linux:/usr/src/packages #

ASUS PEB-10G Series 35
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rpm -bb SPECS/netxtreme2.spec
or

(For RPM version 4.x.x)

rpmbuild -bb SPECS/netxtreme2.spec
Note that the RPM path is different for different Linux distributions.

The driver will be compiled for the running kernel by default. To build the driver for a
kernel different than the running one, specify the kernel by defining it in KVER:

rpmbuild -bb SPECS/netxtreme2.spec --define “KVER <kernel
version>”

<kernel version> in the form of 2.x.y-z is the version of another kernel that is installed
on the system.

3. Install the newly built package (driver and main page):

For Red Hat Linux:

root@localhost: ~/rpmbuild

File Edit View Search Terminal Help

[root@localhost ~]# cd ~/rpmbuild
[root@localhost rpmbuild)# rpmbuild -bb SPECS/netxtreme2.specl]

For SuSE Linux:

Terminal

File Edit Wiew Terminal Help
Directory: /Driver
Thu May 20 10:05:39 EDT 2010 ‘
Linux:/Driver # rpm -ivh netxtreme2-7.0.35-1.src.rpm
1:netxtremez [100%] i
Linux:/Driver # cd /usr/src
linux:/usr/src # ls
linux linux-2.6.32.12-0.7 Llinux-2.6.32.12-0.7-obj Tlinux-obj packages
Llinux: /usr/src # cd packages
linux: /usr/src/packages # ls

Llinux: fusr/src/packages # cd SPECS

Llinux: /usr/src/packages/SPECS # ls

netxtreme2.spec

Linux: fusr/src/packages/SPECS # rpmbuild -bb netxtremeZ.specl

Chapter 3: Driver installation



rpm -ivh RPMS/<arch>/netxtreme2-<version>.<arch>.rpm

where <arch> is the machine architecture such as i386:

For Red Hat Linux:

File Edit View Search Terminal Help

+ umask 822
+ cd /root/rpmbuild/BUILD k

+ cd netxtreme2-7.8.83 :

+ DOCDIR=/root/rpmbuild/BUILDROCT/netxtreme2-7.8.83-1.x86_64/usr/share/doc/netxt
reme2-7.8.83

+ export DOCDIR

+ rm -rf /root/rpmbuild/BUILDROCT/netxtreme2-7.8.83-1.x86_64/usr/share/doc/netxt
reme2-7.8.83

+ /bin/mkdir -p /root/rpmbuild/BUILDROOT/netxtreme2-7.8.83-1.x86_64/usr/share/do
c/netxtreme2-7.8.83

+ cp -pr LICENSE README.bnx2.TKT README.bnx2x.TXT README.bnx2i.TXT README.bnx2fc
.TXT RELEASE.bnx2.TXT RELEASE.bnx2x.TXT RELEASE.bnx2i.TXT RELEASE.bnx2fc.TXT REL
EASE. fclibs . TXT /root/rpmbuild/BUILDROOT/netxtreme2-7.8.83-1.x86 64/usr/share/do
c/netxtreme2-7.8.83

+ exit 0

Requires(interp): /bin/sh /bin/sh /bin/sh

Requires(rpmlib): rpmlib{CompressedFileNames) <= 3.0.4-1 rpmlib(FileDigests) ==
4.6.0-1 rpmlib(PayloadFilesHavePrefix) <= 4.0-1

Requires(post): /bin/sh

Requires(preun}; /bin/sh

Requires(postun): /bin/sh

Checking for unpackaged file(s): fusr/lib/rpm/check-files /root/rpmbuild/BUILDRO
0T/netxtreme2-7.8.83-1.x86 64

Wrote: /root/rpmbuild/RPMS/x86_64/netxtreme2-7.8.83-1.x86_64.rpm
Executing(%clean): /bin/sh -e /var/tmp/rpm-tmp.0ELLgk

+ umask 022

+ cd /root/rpmbuild/BUILD

+ cd netxtremeZ-7.8.83

+ rm -rf /root/rpmbuild/BUILDROCT/netxtreme2-7.8.83-1.x86_64 /root/rpmbuild/BUIL
D/file.list.netxtreme2

+ exit 0

[root@localhost rpmbuildlz [

rpmbuild/RPMS/x86 63 _

File Edit View Search Terminal Help g

reme2-7.8.83
+ export DOCDIR

+ rm -rf /root/rpmbuild/BUTLDROOT/netxtreme2-7.8.83-1.x86 _64/usr/share/doc/netxt
reme2-7.8.83
+ /bin/mkdir -p /root/rpmbuild/BUILDROOT/netxtreme2-7.8.83-1.x86 64/usr/share/do
c/netxtreme2-7.8.83
+ cp -pr LICENSE README.bnx2.TXT README.bnx2x.TXT README.bnx2i.TXT README.bnx2fc
.TXT RELEASE.bnx2.TXT RELEASE.bnx2x.TXT RELEASE.bnx2i.TXT RELEASE.bnx2fc.TXT REL
EASE. fclibs.TXT /root/rpmbuild/BUILDROOT/netxtreme2-7.8.83-1.x86_64/usr/share/do
c/netxtreme2-7.8.83
+ exit @

Requires(interp): /bin/sh /bin/sh /bin/sh

Requires(rpmlib): rpmlib(CompressedFileNames) <= 3.0.4-1 rpmlib(FileDigests) <=
4.6.0-1 rpmlib(PayloadFilesHavePrefix) <= 4.0-1

Requires(post): /bin/sh

Requires(preun): /bin/sh

Requires(postun): /bin/sh

Checking for unpackaged filel{s): sfusr/lib/rpm/check-files /root/rpmbuild/BUILDRO
0T/netxtreme2-7.8.83-1.x86_64
Wrote: /root/rpmbuild/RPMS/x86 64/netxtreme2-7.8.83-1.x86 64.rpm
Executing(%clean): /bin/sh -e /var/tmp/rpm-tmp.OELLgk
+ umask 822
+ cd /rootfrpmbuildeUILD
+ cd netxtremez-7.8.8
+ m -rf frootfrpmbulldJEUILDROOTInetxtreme2 7.8.83-1.x86_64 /root/rpmbuild/BUIL
D/file.list.netxtreme2
+ exit @

[root@localhost rpmbuild]# cd ~/rpmbuild

[root@localhost rpmbuildl# cd RPMS/x86_64

[root@localhost x86_641# ls 3
netxtreme2-7.8.83-1.x86_64.rpm 1
[root@localhost x86 641% []

ASUS PEB-10G Series
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For SuSE Linux:

Terminal
File Edit Wiew Terminal Help

ildroot
Checking for unpackaged file(s): susrslibsrpmscheck-files svar/tmp/netxtremez-bu
nldroot

warning: Could not canonicalize hostname: linux

Wrote: fusr/src/packages/RPMS/1586/netxtreme2-7.0.35-1.1586.rpm

Executing(%clean): sbin/sh -e /var/tmp/rpm-tmp.26682

t umask ©22

# cd fusr/src/packages/BUILD

f cd netxtremez-7.0.35

# orm -rf /var/tmp/netxtreme2-buildroot fusr/src/packages/BUILD/file.list.netxtre
me2

torm -rf filelists

[Linux: fusr/src/packages/SPECS # ls

netxtremez.spec

[Linux: fusr/src/packages/SPECS # cd..

[Linux: /usr/src/packages # ls

:/usr/src/packages # cd RPMS
: /usr/src/packages/RPHS # 1s
s Y R
[Linux: /usr/src/packages/RPMS # cd 1586
[Linux: fusr/src/packages/RPMS/1586 # ls ll

netxtreme2-7.0.35-1.1586.rpm
Linux: /usr/src/packages/RPMS/i586 # ]

File Edit ‘iew Terminal Help

1ldroot
Checking for unpackaged file(s): susr/lib/rpm/check-files /var/tmp/netxtreme2-bu
ildroot

warning: Could not cancnicalize hostname: linux

Wrote: fusr/src/packages/RPMS/1586/netxtreme2-7.0.35-1.1586.rpm
Executing(%clean): sbin/sh -e /var/tmp/rpm-tmp.26682

+ umask 022

+ cd /usr/src/packages/BUILD

+ cd netxtreme2-7.0.35

+ rm -rf fvar/tmp/netxtreme2-buildroot /fusr/src/packages/BUILD/file.list.netxtre|
me2

+ rm -rf filelists

linux:/usr/src/packages/SPECS # ls

netxtreme2.spec

Llinux:/usr/src/packages/SPECS # cd..

Llinux:/usr/src/packages # ls

Llinux:/usr/src/packages # cd RPMS
Llinux:/usr/src/packages/RPMS # ls
geode
Llinux:/usr/src/packages/RPMS # cd 1586
Linux:/usr/src/packages/RPMS/i586 # Ls
netxtreme2-7.0.35-1.1585. rpm

Llinux:/usr/src/packages/RPMS/i586 # rpm -1vh netxtremezr?.ﬂ.as—1.1586.rpnl
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Terminal = B &3

File Edit View Terminal Help

Bl

warning: Could not cancnicalize hostname: linux

Wrote: /usr/src/packages/RPMS/1586/netxtreme2-7.0.35-1.1586.rpm
Executing(%clean): /bin/sh -e /var/tmp/rpm-tmp.26682

+ umask 022

+ cd fusr/src/packages/BUILD

+ cd netxtreme2-7.0.35

+ rm -rf svar/tmp/netxtreme2-buildroot /usr/src/packages/BUILD/file.list.netxtre
me2

+ rm -rf filelists

Linux: /usr/src/packages/SPECS # ls

netxtreme2. spec

Linux: fusr/src/packages/SPECS # cd..

Linux: fusr/src/packages # ls

Linux: /usr/src/packages # cd RPMS
Linux: /usr/src/packages/RPNS # ls
geode
Linux: /usr/src/packages/RPMS # cd 1586
Linux: /usr/src/packages/RPNS/i586 # Ls
netxtreme2-7.0.35-1.1586. rpm
Llinux: /usr/src/packages/RPMS/i586 # rpm -ivh netxtreme2-7.0.35-1.1586.rpm
Preparing... [100%]
linetxtremez [100%]

Linux: /usr/src/packages/RPMS/i586 # I

rpm -ivh RPMS/i386/netxtreme2-<version>.i386.rpm

Note that the --force option may be needed on some Linux distributions if conflicts are
reported.

The drivers will be installed in the following path:

2.4.x kernels:
/lib/modules/<kernel_version>/kernel/drivers/net/bnx2.0
/lib/modules/<kernel_version>/kernel/drivers/net/bnx2x.0
2.6.0 kernels:
/lib/modules/<kernel_version>/kernel/drivers/net/bnx2.ko
/lib/modules/<kernel_version>/kernel/drivers/net/bnx2x.ko
2.6.16 and newer kernels:
/lib/modules/<kernel_version>/kernel/drivers/net/bnx2.ko
/lib/modules/<kernel_version>/kernel/drivers/net/bnx2x.ko
/lib/modules/<kernel_version>/kernel/drivers/net/cnic.ko
Newer RHEL and SLES distros:
/lib/modules/<kernel_version>/updates/bnx2.ko
/lib/modules/<kernel_version>/updates/cnic.ko
/lib/modules/<kernel_version>/updates/bnx2x.ko
/lib/modules/<kernel_version>/updates/bnx2i.ko

/lib/modules/<kernel_version>/updates/bnx2fc.ko
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Unload existing driver if necessary:
rmmod bnx2

rmmod bnx2x

If the cnic driver is loaded, it should also be unloaded along with dependent drivers:
rmmod bnx2fc
rmmod bnx2i

rmmod cnic

Load the bnx2 driver for the BCM5706/BCM5708/5709/5716 devices:

insmod bnx2.o
or
insmod bnx2.ko (on 2.6.x kernels)

or

modprobe bnx2

To load the bnx2x driver for the BCM57710/BCM57711/BCM57711E/BCM57712
devices:

insmod bnx2x.o

or

insmod bnx2x.ko (on 2.6.x kernels)
or

modprobe bnx2x

To load the cnic driver:
insmod cnic.ko

or

modprobe cnic

To load the bnx2i driver:
insmod bnx2i.ko

or

modprobe bnx2i

To load the bnx2fc driver for BCM57712 device:
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insmod bnx2fc.ko
or
modprobe bnx2fc

service bnx2fcd start

Note that the inbox kernel may have an older version of bnx2, bnx2x and cnic driver. It
is important for FCoE offload user to unload these inbox versions before attempting to
load bnx2fc driver. You can do either of these two options:

a) Reboot the server.

b) If already loaded, unload inbox bnx2, bnx2x, cnic drivers, and load the newly
installed version from netxtreme2-foce package using ‘modprobe <DRV-NAME>

% ¢ Driver upgrade (rpm -Uvh) is not supported.

- e OnSLES 11, change “allow_unsupported_modules” parameter value of /etc/
modprobe.d/unsupport-modules’ from 0 to 1, until bnx2fc driver is inbox. Failing to

do so will not load bnx2fc.

6.  To configure the network protocol and address, refer to various Linux documentations.

ASUS PEB-10G Series
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ASUS contact information

ASUSTeK COMPUTER INC.

Address 15 Li-Te Road, Peitou, Taipei, Taiwan 11259
Telephone +886-2-2894-3447

Fax +886-2-2890-7798

E-mail info@asus.com.tw

Web site http://www.asus.com

Technical Support

Telephone +86-21-38429911

Fax +86-21-58668722 ext: 9101

Online Support

http://support.asus.com/techserv/techserv.aspx

ASUSTeK COMPUTER INC. (Taiwan)

Address
Telephone
Fax
E-mail
Web site

Technical Support

Telephone
Online Support

15 Li-Te Road, Peitou, Taipei, Taiwan 11259
+886-2-2894-3447

+886-2-2890-7798

info@asus.com.tw

http://www.asus.com.tw

+886-2-2894-3447 (0800-093-456)
http://support.asus.com/techserv/techserv.aspx

ASUSTeK COMPUTER INC. (China)

Address

Telephone
Fax
Web site

Technical Support
Telephone

Online Support

No.508, Chundong Road, Xinzhuang Industrial Zone,
Minhang District, Shanghai, China.

+86-21-5442-1616

+86-21-5442-0099

http://www.asus.com.cn

400-620-6655
http://support.asus.com/techserv/techserv.aspx
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